OFFICIAL MAINTENANCE GUIDE

This document is a comprehensive guide to maintaining GSWF TPU-based Paint Protection Film (PPF), covering
both Clear (Gloss/Satin/Matte)and Solid Infused (Color) varieties. Because GSWF is a high-grade Thermoplastic
Polyurethane (TPU) film, it features a self-healing top coat and hydrophobic properties that require specific
care to maximize their lifespan.

1. THE CRITICAL "CURING" PHASE (FIRST 7-14 DAYS)

After installation, the adhesive needs time to fully bond and the moisture under the film to evaporate.

* Do Not Wash: Wait atleast 48 to 72 hours (ideally 7 days) before the first wash.

* Sunlight is Your Friend: Parking the car in the sun during the first few days helps the curing process and helps "settle" the film.

* Bubbles/Haze: You may see tiny moisture bubbles or a slight haze. Do not touch them. They will disappear naturally as the film
breathes.

* Driving: Avoid high speeds or heavy rain for the first 48 hours if possible to prevent edge lifting.

2. WASHING BEST PRACTICES

Hand washing is the gold standard for GSWF films.

* Frequency: Wash every 1-2 weeks to prevent environmental contaminants from bonding to the surface.

* The Two-Bucket Method: Use one bucket for soap and one for rinsing your mitt. This ensures you aren't rubbing dirt back onto the film.

» Shampoo: Use only pH-neutral car shampoos. Avoid "Wash & Wax" soaps that contain heavy oils or petroleum, as these can dull the
film's clarity over time.

Pressure Washing

 Keep the nozzle at least 24 inches away from the film.

 Never spray directly at the edges or seams; the high pressure can lift the film.

« Use a wide-fan spray pattern (40-degree tip).

3. DRYING AND DETAILING

TPU film is softer than automotive clear coat, so friction should he minimized.

* Drying: Use a plush, clean microfiber drying towel.

* Avoid Sunlight: Never wash or dry the car in direct sunlight. This prevents water spots, which can be difficult to remove if they etch
into the TPU top coat.

* AirBlowers: Using a leaf blower or dedicated car dryer is highly recommended to remove water from crevices and edges without
touching the film.

4. MAINTENANCE BY FINISH TYPE

Clear Gloss & Color Infused (Gloss)

« Self-Healing: If you see light swirl marks, park the car in the sun or pour warm water (approx. 120-F) over the area. The TPU will "flow"
and selflevel.
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Satin / Matte / Stealth Finishes
» Strict Rule: Never polish or wax a matte/satin film. Doing so will permanently create "shiny" spots and ruin the factory look.
* Matte-Specific Products: Use only detail sprays and soaps specifically labeled "Matte Safe."

9. PROTECTING THE "INFUSED" COLOR

GSWF Solid Infused films have pigments built into the TPU, making them more UV-stable than vinyl.

* Ceramic Coating: Applying a ceramic coating (like GSWF Ceramic Coat or a film-specific ceramic) is highly recommended. It adds an
extra layer of UV protection and makes the film significantly easier to clean.

« Detail Sprays: Use an Si02-based (Ceramic) detail spray every 2-3 washes. This maintains the "slick" feel and ensures water con-
tinues to bead off.

6. SPOT CLEANING (EMERGENCY CARE)

Contaminants like bird droppings, bug splatter, and tree sap are acidic and can "eat" into the film if left too long.

e Action: Remove them immediately.

 Method: Soak the spot with a PPF-safe detailer or warm water for 60 seconds to soften it, then gently wipe away with a microfiber
towel.

* Stubborn Stains: For grease or tar, you can use 70% Isopropyl Alcohol (IPA) on a microfiber cloth. Rinse with water immediately
after.

1. THE "NEVER" LIST (COMMON MISTAKES)

 NO Automatic Brush Washes: These will cause "tiger stripes" and micro-scratches that may exceed the film's self-healing capacity.
* NO Petroleum-hbased Cleaners: Avoid products containing naphtha or kerosene, which can turn the film yellow or brittle.

SUMMARY CHECKLIST

1. Wait 7 days before first wash.

2. Hand wash with pH-neutral soap.

3. Remove hird droppings and bugs splatterimmediately.
4. Use a ceramic topper every few months.

5. Heat (sun/warm water) heals minor scratches.
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